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IP CONNECTION VIA RJ45 CABLE TO XPORT

Default IP address of the XPort:

192.168.1.1

Default web server access data:

User: maxx
Passwort: 6299

The IP-address of thr web server can be read in the sampler via "DIAGNOSE/TEST" >
"IP-ADDRESS"
Setting the address is possible via ,Settings“->,,Device settings“-> ,,IP-ADdRESS*

i IP-ADRESSE

IF: 132.165.001. 001

ZURCK WEITER 4=l

Figure 1: Sampler display with the IP address of the webserver

The mwece-interface is called via Port 80 or Port 47234.
For a Modbus connection (function optional), port 502 must be called.

The Modbus protocol can be downloaded via mwce in the “Modbus” tab. The register
assignment is described there.

First Commissioning

For initial commissioning, a direct connection must be established with a notebook/PC via an
RJ45 cable.

If the default IP address (192.168.1.1) is stored on the sampler, the IP address must be set on
the PC in the address range between 1 — 254, except for the number 1. For example:
192.168.1.2..

This can be set on the PC under “Network connection” -> “LAN connection” ->
“Properties” > “Internet protocol version 4 (TCP/IPv4)’ -> “Properties” > “Use the
following IP address”.

IP address: 192.168.1.x (x = 2 - 254, except 1)
Subnet mask: 255.255.255.0
Default gateway: not required
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.
[ Eigenschaften von LAN-Verbindung 3 M Eigenschaften von Internetprotokoll Version 4 (TCP/IPvE) M

Netzwerk | Freigabe Allgemein

Verbindung herstellen dber: IP-Einstellungen kinnen automatisch zugewiesen werden, wenn das
¥ D-Link DGE-528T-Gigabit-Ethemst-Ad Netzwerk diese Funktion unterstiitzt, Wenden Sie sich andernfalls an
= " o= = apter den Metzwerkadministrator, um die geeigneten IP-Einstellungen zu

beziehen.

() IP-Adresse automatisch beziehen
Diese Verhindung verwendet folgende Elemente: -

(@ Folgende IP-Adresse verwenden:

|
g\fl\"lware Bridge Protocol - !

SOOS—Paketplaner | IP-Adresse: 192 .168. 1 . &
gDmei—und Druckerfreigabe fir Microsoft-Netzwerke | | Subnetzmaske: 555 . 355 355 . @
i Intemetprotokoll Version & (TCP/IPvE) )

BN Intemetprotokall Version 4 (TCP/IPv4) 1 Standardgateway:

-2 E/A-Treiber fir Verbindungsschicht-Topologieercennur|

& Artwort fir Verbindungsschicht-Topologieerkennung = DMS-Serveradresse automatisch beziehen

ol Ul | * (@ Folgende DNS-Serveradressen verwenden:

Installieren... Deinstallieren Eigenschaften Bevorzugter DNS-Server:

Beschreibung Alternativer DNS-Server:
TCP/IP, das Standardprotokoll fir VWAN-Netzwerke, das den
Datenaustausch Gber verschiedene, miteinander verbundene

Metzwere emdglicht. || Einstellungen beim Beenden Uberprifen

’ 0K ] [ Abbrechen ] [ oK ] ’ Abbrechen ]

Figure 2: For a direct connection, the IP address must be set on the PC.

The mwece interface can now be reached by calling the IP address 192.168.1.1. In the
,oettings” - ,Network® menu, in addition to the IP address (can also be set on the sampler),
the gateway and the name server can be configured.

@0 L k=& &I

Geratename W Benutzeroberflache \ Datenlogger

Netzwerkeinstellungen

IP-Adresse: 192 | .|168 | .|5 .1 222
Gateway: 192 . 168 . 5 . 250
DNS Nameserver: 0 .0 .0 .0

Figure 3: Network settings

By confirming the settings, the setup is complete and the device can now be reached under the set
IP address Figure 3: Network settings.
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